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Wireless Door Chimes Offer Easiest Installation

RCWL100A Portable Wireless Door Chime 
and Push
• Easy to install — no wiring needed
• Battery operated
• 75-ft range

RCWL105A Plug-In Wireless Door Chime 
and Push
• Easy to install — no wiring needed
• Plug-in power supply — CSA approved
• Chime light flashes to indicate a call
• 100-ft range

RCWL110A Wallmount Wireless Door Chime  
and Push
• Easy to install — no wiring needed
• Battery operated
• 100-ft range
• Includes bracket to securely mount to wall
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RCWL110A1006RCWL105A1003RCWL100A1008

SPECIFICATIONS
MODEL RCWL100A RCWL105A

Master Carton

Quantity 4 4

Dim. H x W x D (in.) 8.125 x 7.25 x 10.875 10.325 x 7.5 x 11

Carton Wt. (lbs.) 3.82 2.4

Cu. Ft .37 .5

Retail Package

Quantity 1 1

Dim. H x W x D (in.) 10.125 x 6.78 x 1.78 10.125 x 6.78 x 2.33

Unit Wt. (lbs.) .4 .43

Cu. Ft .07 .09

MODEL RCWL110A

Master Carton

Quantity 4

Dim. H x W x D (in.) 10.875 x 8 x 10.75

Carton Wt. (lbs.) 5.76

Cu. Ft .54

Retail Package

Quantity 1

Dim. H x W x D (in.) 9 x 7.3 x 2.6

Unit Wt. (lbs.) .63

Cu. Ft .1

Included with RCWL100A,  
RCWL105A and RCWL110A door chimes

RPWL100A Wireless Bell Push 

Features:
• Surface mounted
• Very simple installation — mounting hardware and 
 battery included
• 16 codes for assigning chime available to prevent 
 interference from other users

Chime Tunes
• Ding Dong
• Ding
• Westminster
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